6500 PRIVACY LATCH - PUSH SIDE LOCK  ¢(¥)us
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NOTE:
BEFORE MOUNTING PUSH AND PULL HANDLES,
CAM PIN MUST BE ROTATED TOWARD SIDE
INDICATED BY ARROW STAMPED ON BASE
/
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DETAIL "A" @
PUSH SIDE L PULL SIDE
ITEM | QTY PART ITEM | QTY PART ITEM | QTY PART
1 4 1/4-20 LOCK NUT 10 1 OVER RIDE KNOB 19 2 10-32X1/4 PHIL RH MS NYLOCK
2 4 1/4-20x2-1/2" PH. TRUSS HD. M.S. 1 1 OVER RIDE CAM ASSEMBLY 20 2 1/4-20X3/8 PHIL RH MS NYLOCK
3 2 FORK 12 1 COVER (OVER-RIDE) 21 2 FLAT WASHER
4 2EA | WASHERS & C-RING 13 4 8-32 X 3/8" F.H.M.S. 22 2 BOWED RETAINER RING
5 2 SPRING 14 1 PUSH SIDE HANDLE 23 1 LOCK LABEL "ARROW'
6 2 BASE 15 1 CAM ASSEMBLY (FEMALE) 24 1 WAVE WASHER
7 4EA | HANDLE SHAFT & COTTER PIN 16 1 PRIVACY LOCK LEVER 25 1 COVER (LOCKING)
8 1 PULL SIDE HANDLE 17 1 LOCKING CAM ASSEMBLY
9 1 CAM ASSEMBLY (MALE) 18 1 LOCKING SHAFT

INSTALLATION INSTRUCTIONS:

1. PREP DOOR ACCORDING TO LATCH BACKSET PER BACKSET TEMPLATE.
2. INSTALL LATCH USING EITHER WOOD OR MACHINE SCREWS DEPENDING ON DOOR TYPE.
3. ASSEMBLE TRIM:
NOTE: OVER RIDE CAM (item 11) & LOCKING SHAFT (ITEM 18) PROVIDED ASSEMBLED ON PULL SIDE HANDLE ASSEMBLY.

A) TEST BOTH HANDLES TO DETERMINE WHICH IS THE PUSH OR PULL TYPE.

B) SELECT THE PULL TRIM FIRST. WITH TRIM IN HAND, ROTATE THE CAM ASSEMBLY UNTIL THE CAM PIN STOPS ON THE APPROPRIATE
SIDE INDICATED BY THE ARROW (SEE DETAIL "A"), SAME FOR PUSH TRIM.

C) PLACE PULL SIDE HANDLE ON PULL SIDE OF THE DOOR AND SLIDE CAM SHAFT THROUGH THE LATCH CAM, THEN PLACE THE PUSH
SIDE HANDLE ON THE PUSH SIDE OF THE DOOR ENGAGING THE PUSH CAM ONTO THE PULL SIDE CAM SHAFT. FASTEN BY HAND BOTH
TRIM HANDLES WITH (4) 1/4-20x2-1/2" MACHINE SCREWS (item 2) WITH (4) 1/4-20 HEXNUTS (item 1). TEST BOTH TRIM HANDLES FOR
FREE MOVEMENT OF THE LATCH BOLT BEFORE TIGHTENING ALL SCREWS. IF LATCH BOLT DOES NOT EXTEND OR RETRACT FREELY
BECAUSE OF ANY TYPE OF BINDING. LOOSEN MOUNTING SCREWS TO ADJUST ALIGNMENT OF TRIM HANDLES AND RETIGHTEN
SCREWS ONE AT A TIME WHILE CHECKING LATCH BOLT MOVEMENT FROM BOTH HANDLES.

D) TEST FOR PROPER OPERATION AND CHECK THAT THE MOUNTING HARDWARE (item 1) & (item 2) 1S TIGHT BEFORE PROCEEDING WITH
THE NEXT STEP. -

E) INSTALL LOCKING CAM (item 17) TO LOCKING SHAFT (item 18) AND SECURE WITH 10-32x38" ROUND HD SCREW (item 19) ON THE PUSH
SIDE. CHECK FOR PROPER LOCK OPERATION WITH OUT COVERS.

F) PLACE OVER RIDE COVER (item 12) ON THE PULL SIDE MAKING SURE THE FORK ENGAGES THE PIN AND ATTACH WITH (2) 8-32 x 3/8
SCREWS (item 13).

G) PLACE LOCKING COVER (item 25) ON THE PUSH SIDE MAKING SURE THE FORK ENGAGES THE PIN AND ATTACH WITH (2) 8-32 x 3/8

SCREWS (item 13).
H) AFFIX "ARROW" LABEL ON COVER (TO INDICATE LOCK, item 23) TO THE LEFT OF THE LOCK LEVER (item 16) AS SHOWN ABOVE.
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