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PATENT No.

BL6600 SERIES
INSTALLATION FOR MORTISE LOCK

WITH BEST LEVER

OPTIONAL

15

-~ NOTE
BEFORE MOUNTING PUSH/PULL HANDLES,
CAM PIN MUST BE ROTATED TO TOUCH THE
CORRECT SIDE OF THE HANDLE AND STILL
BE ABLE TO ACTIVATE MORTISE LOCK LATCH
BY PUSHING OR PULLING ON THE HANDLE.

6,196,599 & 5,730,478

8-32 X 1/4" FHM.S.

LOCKING THUMB KNOB {OPTIONAL)

4-40 X 1/4" P.H.M.S. (OPTIONAL)

HOOK SPINDLE SET

#10 STAR WASHER

1/4-20x5/16 POINTED SET SCREW

ITEM| QTY PART DESCRIPTION
1 1 BEST 16L LEVER
2 1 ROSE RING
3 1 ROSE
4 1 LEVER MOUNTING BRACKET
5 1 ADAPTER PLATE
6 2 #8-32 X 1-1/2" FHM.S.
7 1 6600 PUSH OR PULL SIDE HANDLE ASSY.
8 4 10-32 X 1/4" PAN HD. M S
9 1 COVER
10 2 8-32 X 3/8" F.HM.S.
11 1 MORTISE LOCK
12 1 FACE PLATE
13 2 12-24 X 3/4" PH. F.H. COM. SCW.
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FIGURE 1

TOP, CUT-AWAY VIEW OF AN
INSTALLED MORTISE LOCK CASE

PIN HOLE

#10 STAR WASHER

— MOUNTING BRACKET
D\\\\ UPPER HOOK SPINDLE
T PIN (INSTALLS FROM THIS SIDE ONLY)
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